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ORIGINAL INSTRUCTIONS



	 Thank you for choosing our impact wrench!
Please read this manual carefully before using your tool, keep this 

manual for future reference.

LIST OF COMPONENTS
	 1 - ½” SQUARE HEAD
	 2 - VARIABLE SPEED TRIGGER
	 3 - ROTATION DIRECTION SELECTOR AND LOCKING 

DEVICE
	 4 - WORKING LIGHT
	 5 - BATTERY RELEASE BUTTON
	 6 - BATTERY CAPACITY INDICATOR
	 7 - TORQUE SWITCH (3)
	 8 - BELT CLIP
	 9 - BATTERY

ACCESSORIES

	 *CHARGER
	 * 4 VANADIUM CHROMIUM IMPACT WRENCHES 22 mm, 

21 mm, 19 mm and 17 mm.
	 * BELT CLIP



	 READ ALL INSTRUCTIONS
To reduce the risk of injury, the user must read and understand the 

owner’s manual before use.

SAFETY SYMBOLS
The purpose of the safety symbols is to call your attention to potential 
hazards. The safety symbols and the explanations they contain deserve 
your careful attention and understanding, the warning symbols do not 
in themselves eliminate any danger. Instructions and warnings are not a 
substitute for proper accident prevention measures.

Security 
alert

To reduce risks 
read the complete manual 

Do not throw the battery into 
the toilet.

Do not throw the battery into 
water, risk of explosion

Do not dispose of battery in 
fire, risk of explosion.

Wear protective 
goggles

Wear ear protection

Protection class II

Protect the tool from humidity. 
Household use.

Do not expose the battery to more 
than 50ª.

Electrical products must not be disposed of with household waste. 
The battery must also be disposed of at an appropriate disposal 
point.

DC current

AC current

Volts	V
AmpAh
HertzHz

	 GENERAL SAFETY WARNINGS FOR POWER TOOLS

Warning; read all safety warnings, instructions, illustrations and 
specifications provided with this power tool, failure to follow all 
instructions listed below may result in electric shock, fire and/or injury.

WORK AREA SAFETY

	 A. Keep work area clean and well lit, dark and cluttered areas, 
invite accidents.

	 B. Do not operate power tools in locations with explosion 
hazards, such as presence of flammable liquids, gases or dust, power 
tools produce sparks and may cause combustion.

	 C. Keep children away while operating a power tool, avoid 
distractions. 

ELECTRICAL SAFETY

	 A.  The plug of the power tool must match the outlet, do not 
modify the plug under any circumstances.

	 B. Check the charger cord for breaks or scratches.

PERSONAL SAFETY  

	 A.  Stay alert, watch what you are doing and use common sense 
when operating a power tool, do not use if you are tired, or under the 
influence of drugs, alcohol or medication. Inattention while operating a 
power tool may result in injury.

	 B. Wear personal protective equipment. Always wear eye 
protection, including a dust mask. Slip-resistant safety shoes, hearing 
protection helmets. All these items help reduce possible injuries.

	 C. Avoid unintentional start-up. Make sure the switch is in the 
off position before connecting to the battery.

	 D. Remove any wrench before turning on your tool, if it is not 
properly adjusted at start up it can spin and cause injury. Maintain good 



posture and balance at all times, this will give you better control in an 
unexpected situation.

	 E. Dress properly. Do not wear loose fitting clothing, keep your 
hair, gloves and clothing away from moving parts to avoid entrapment.

	 USE AND CARE OF YOUR POWER TOOL 
	 A. Do not force your tool. use it correctly, it will do its job more 
safely and efficiently at the rate for which it was designed.

	 B.  Do not use the tool if the switch does not turn it on or off, 
any tool that you cannot control with the switch may be dangerous and 
should be repaired. 

	 C. Remove the battery before making adjustments, changing 
accessories or storing.

	 D. Store idle tool out of reach of children and do not allow 
persons unfamiliar with its use to operate it unless they have read and 
understood all instructions.

	 E. Check for loose, misaligned or jammed parts before use and 
have them repaired to avoid possible incidents.

	 F. Always keep the handle and gripping surface dry, clean and 
free of grease, a slippery surface will not allow safe handling and control 
of your tool in an unexpected situation. 
 
	 USE AND CARE OF YOUR BATTERY POWERED TOOL  
	 A. Recharge your battery only with the charger supplied by the 
manufacturer, an unsuitable charger may cause a fire hazard. 
	 B. When the charger is not in use, store it unplugged and 
away from small metal objects such as screws, coins, etc. as they may 
accidentally short-circuit when touching the charger terminals. 
	 C. Do not get the battery or charger wet under any 
circumstances. 
	 D. Do not use a modified or damaged battery, it can cause an 
unpredictable behavior of the same one. 
	 E. Do not expose the battery to high temperatures or throw it 
into fire, it may cause the battery to explode.

	 F. Follow all charging instructions and do not charge the battery 
outside the specified temperature range.



	 SERVICE

	 A. Have your tool serviced by qualified personnel and use only 
genuine replacement parts.

	 B.	 Never repair damaged batteries, batteries may only be 
serviced by a Service Center authorized by the manufacturer.

	 SAFETY WARNINGS FOR THE IMPACT DRIVER

	 A.	 Hold the tool with gloves if you are performing an 
operation where the screwdriver may touch any type of hidden cable.

	 B.	 Wear safety goggles, shavings may fly out when using 
your impact screwdriver and cause damage to your eyes.

	 C.	 With prolonged use the sockets can reach high 
temperatures, use gloves to handle them to avoid burns, also causes 
fatigue due to vibration.

OTHER SAFETY INSTRUCTIONS
To reduce the risk of fire or electric shock, follow these instructions 
carefully 

	 A. Before using the battery, read all instructions and caution 
symbols on both the battery and charger.

	 B. Do not recharge the battery in a damp or wet environment. 
Do not expose the battery to rain or snow, moisture entering the battery 
may cause an explosion.

	 C. The battery may leak liquid under extreme conditions, avoid 
contact with skin or eyes, it is a caustic liquid and could cause burns, 
wash quickly with plenty of soap and water for at least 10 minutes under 
water and seek medical attention.

	 D. Store the battery and charger away from flammable materials 
and on flat surfaces. When charging the battery if you notice a burning 
smell or smoke, unplug the charger quickly, do not use the screwdriver 
with that battery and contact the technical service.

	 E. Make sure that the cable of the charger does not obstruct the 
step, nor can it be stepped on, being able to cause some type of accident 
when tripping with it.

	 F. Do not insert a battery in the charger if it is damaged, beaten 
or cracked.

	 G. Always unplug the charger after each use and store it in a dry 
and clean place, away from dust.

	 H. Be especially careful when using the tool around children.

GUARDE ESTAS INSTRUCIONES Y TENGALAS 
EN CUENTA ANTES DE SU PRIMER USO.



NOMINAL VOLTAGE 20V CC
BATTERY CAPACITY 4,0 Ah.

 SPEED 1-150N.m
MOTOR TORQUE SPEED 2-270N.m

 SPEED 3-400N.m
HEAD 1/2" (13mm)

RATED SPEED 0-1500/0-1750/0-2300 rpm
IMPACT FREQUENCY 0-3600bbm

INPUT 230V, 60Hz, 65W
OUPUT 21VDC-2400mA

SPECIFICATIONS

OPERATING INSTRUCTIONS 

 To reduce the risk of explosion, personal injury, and product damage 
due to short circuit, never immerse the tool, charger or battery in any 
liquid or get it wet under any circumstances. Corrosive or conductive 
liquids, such as sea water, certain industrial chemicals, such as bleach or 
its derivatives can cause a short circuit.

 If any part is missing or damaged, do not use your tool until it is 
repaired or replaced, use of the tool with loose parts may cause injury.

	 Do not place the tool or accessories on hot surfaces. 2.

	 2. Do not disassemble the battery.

	 3. Do not use the tool for long periods of time, it may cause 
overheating.

	 4. Recycle the battery according to the regulations of your 
community.

	 5. Charge the battery cartridge before it is completely discharged, 
when you notice less power in your tool, make a full charge.

	 6. Once completely charged disconnect the charger, do not 
expose the battery to overload for excessive time connected to the 
charger.

	 7. Charge the battery at a temperature between 10° and 40° C.

	 8. Make a full charge of your battery once a month, even if you 
do not use your tool.



TOOL AND BATTERY PROTECTION SYSTEM
The tool is equipped with a protection system for the battery and the 
screwdriver itself. The system automatically cuts power to the motor to 
prolong the life of both. The tool stops its operation under the following 
circumstances:

Overload: when the battery operates in such a way that abnormally high 
current consumption occurs, the tool stops automatically. If this occurs, 
turn off the tool, interrupt the process you are performing, wait a few 
minutes and restart your tool.

Overheating: when the battery/tool becomes excessively overheated, 
it will automatically stop. If this occurs, turn off the tool, wait a few 
minutes for it to cool down and restart your tool.

Over-discharge: when the battery is low on charge, it will automatically 
stop. If this occurs, turn the tool off, remove the battery and perform a 
full charge.

BATTERY INSTALLATION AND REMOVAL 
 Make sure that the locking button (#3 in the illustration) is in the 
neutral position to prevent it from being accidentally switched on.

Install the battery: insert the battery into the screwdriver base by sliding 
it until you hear a click, make sure that it is correctly positioned. 

 Removing the battery: to remove the battery, press the orange button 
(No. 5 in the illustration) and slide the battery free.

CHARGING THE BATTERY 
	 1. Before inserting the battery into the charger, plug the charger 
into a suitable power outlet.

	 Insert the battery into the charger, making sure that it is fully 
seated in the charger, a RED light will illuminate indicating that the 
charging process is underway.

	 3. Once the charging process is complete (between 2 and 
3 hours) the RED light will turn off and a GREEN light will turn 
on, indicating that the process is complete and the charger can be 
disconnected.

 Never charge the battery with a charger not provided by the 
manufacturer, the use of other chargers invalidates the warranty and 
may cause injury.

Do not charge the battery in extreme conditions of cold, heat and/or 
humidity, carry out the charges in dry places with normal temperature.

BATTERY LED INDICATORS 
In the front part of the battery there is a button that when pressing it 
lights some leds that indicate us the state of the load of the battery.

 	  	  MAXIMUM CHARGE/POWER

 	  	  CHARGE/MEDIUM POWER

 	  	  CHARGE REQUIRED

DIRECTION OF ROTATION SELECTOR (FORWARD/LOCK/
REVERSE)
 Before using your tool, make sure that the gear selection knob (No. 3 
in the illustration) is in the neutral position, i.e. in the center, to prevent 
accidental starting.



Your tool is equipped with a rotation selector. This selector is designed 
to change the direction of rotation of the screwdriver head, as well as to 
lock the trigger in the OFF position, the button is marked with an arrow 
indicating the direction of travel.

To avoid accidents, always wait until your tool has stopped. completely 
before changing the direction of travel.

In addition, your tool has a trigger (button No. 2 in the illustration), 
which starts or stops the screwdriver. 

You can control the speed by pressing the trigger more or less depending 
on your needs. More pressure increases the speed.

ADJUSTING THE TORQUE
  Before using your tool, be sure to choose the correct torque level for the 
intended use of your tool. The screwdriver has 3 torque levels that can 
be adjusted according to the user’s needs by activating button no. 7 in 
the illustration. By activating the button we will modify the revolutions 
per minute of our tool for a better control of it. Pressing the button 
successively activates 3 LEDs that indicate the speed, the first light from 
right to left, from 0-1500 rpm, the second from 0-1750 rpm, and the 
third from 0-2200 rpm.

In this way your tool can satisfy different needs, from small repairs to 
automotive maintenance, construction, etc.

WORK LIGHT
Your tool is equipped with an LED work light that illuminates when 
the trigger is pulled. This provides additional light on the workpiece for 
operating in low light areas. The LED work light will automatically turn 
on when the trigger is pulled and turn off when the trigger is released.

REMOVABLE BELT CLIP 
Your tool is equipped with a removable belt clip, which can be attached 
to the left or right side for easy belt carrying. To install, remove the 

battery, align the hole in the clip with the hole on the left or right side of 
your drill, insert the screw and tighten firmly until fully secured.

INSTALLATION AND REMOVAL OF IMPACT WRENCHES
 Before inserting the wrench, make sure that the selector switch (button 
#3 in the illustration) is in the neutral position. Also make sure that both 
the wrench and the metal part of your screwdriver where it is mounted 
are not damaged.
Installing the wrench: align the impact wrench with the square drive and 
push firmly until it is fully engaged, if necessary tap it lightly.
Key removal: to remove the key, simply pull it out.
 Wear protective gloves when removing the wrench, or wait a while 
before removing to allow it to cool down, after prolonged use it may be 
hot and cause burns.

OPERATION
The variable speed control should be used with caution when driving 
nuts or bolts with die wrenches. It is best to start slowly, increasing the 
speed as the nut or bolt is tightened. Adjust later, reducing the speed, 
until the tool stops on its own. If these instructions are not followed, the 
tool will tend to twist or torque your hands as the nut or bolt seats.
Always select the proper square drive wrench for the head of the nut or 
bolt you wish to tighten or remove, an incorrectly sized wrench will not 
provide the correct force and tightness.
Always hold the tool firmly and apply just enough pressure to keep the 
impact wrench engaged inside the nut or bolt. Then press the trigger for 
several seconds until it is correctly tightened or removed as appropriate. 
An incorrectly sized wrench will result in inaccurate and inconsistent 
torque and may also damage the head of the nut or bolt.

GENERAL MAINTENANCE
When servicing your tool use only genuine parts, the use of any other 
parts could result in damage to you or the tool.
Periodically inspect your tool for damaged, loose or missing parts, 
tighten all bolts and caps securely and do not use the product until all 
missing or damaged parts have been replaced.



Contact your authorized service representative if necessary.

CLEANING 
 The most effective way to clean your tool is with a compressed air gun, 
always wear safety goggles. Ventilation openings and switch levers 
should always be kept clean and free of foreign objects. Do not attempt 
to clean by inserting sharp objects into the openings.
A clean cloth very lightly dampened with water and neutral soap is 
sufficient to clean the outside of your tool.
The use of certain solvents such as gasoline, carbon tetrachloride or any 
product containing ammonia can damage plastic parts. 

STORAGE 
Always store your tool in a clean, dry place, away from corrosive 

products and inaccessible to children.

	 TROUBLESHOOTING 
  Only perform the steps described in these instructions, all other 
inspection, maintenance and repair work must be carried out by an 
Official Service Center.

	 BATTERY RECYCLING 
TO PRESERVE NATURE YOU MUST RECYCLE OR DISPOSE 
OF THE LITHIUM BATTERY IN A PROPER WAY ACCORDING 
TO THE LOCAL LAWS OF EACH COUNTRY. IF THERE ARE 
APPROPRIATE CONTAINERS FOR THIS PURPOSE, PLEASE 
CONSULT YOUR LOCAL AUTHORITIES FOR RECYCLING AND/
OR DISPOSAL OF THIS TYPE OF WASTE.
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Thank you for trusting us! 

The Fulmo team



AVANZZA TRADERS INTERNATIONAL S.L. 
B-42715680 C/MARIE CURIE 20,PLANTA 1 ( P.T.A.) 

29590 MALAGA


